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HARDWARE INSTALLATION FOR WINDOWS 
MINIMUM SYSTEM REQUIREMENTS 

• PC with Pentium 233 MHz or faster CPU • Windows 98se/ME 

• 32 Mb RAM • Built-in USB, USB expansion card or USB 2.0 expansion car 
or FireWire expansion card. 

USB 2.0 Installation 

Note : In order to reach USB 2 . 0 speed, you must have 
computer or host adapter card that has USB 2 . 0 support 
This device will auto sense the speed of your USB port 
and adjust between USB 1.0 and USB 2.0 speed. If you 
do not have or want to install a USB 2 . 0 port or host 
adapter, you can connect the drive to a USB 1.0 port, 
however; the drive will operate at significantly lower 
speeds . 

1. Unpack all essential materials and verify that all items are present. 

2. Save your work and shut down the PC. 

3. Locate the USB port on the your computer. If you need to install a 
USB 2.0 adaptor card please refer to the manufacturer's installation 
instructions. 

4. Connect the USB cable to the USB port of your PC. 

5. Connect the A/C power cord to the Acorn Data Fire Wire/USB 2.0 
Hard Drive and to a power outlet. 

6. Connect the USB cable to the Acorn Data FireWire/USB 2.0 Hard 
Drive. 

7. Power on your Windows PC. 

8. Insert your "USB 2.0 Driver CD" into you CDROM. 

9. Turn on your Acorn Data Fire Wire/USB 2.0 Hard Drive. 

1 0 . The Hardware Wizard will now help you in the next steps to 
install. Click "Next". 




11. Select "Search for the best driver". Then 
click "Next " . 




12. Select the CDROM box. 



13. Click "Next". Windows will now load the appropriate drivers for your 
Acorn Data FireWire/USB 2.0 Hard Drive. 

14. Click "Finished" to complete the setup. 

15. Open "My Computer" 

16. Right click the new disk icon 

17. Select "Format". 

18. Select "Full" 

19. Click "Start". 

20. Click "OK". 

21. When the format is complete. You will be asked to run a "thorough" 
Scandisk. This can take some time. You may run it now or run it 
later. It is not necessary to run it unless you are encountering disk 
errors. 

2 2 . Your Acorn Data Fire Wire/USB 2.0 Hard Disk Drive is now ready 
to use. 



HARDWARE INSTALLATION FOR WINDOWS 98se and 
Windows ME 

MINIMUM SYSTEM REQUIREMENTS 

• PC with Pentium 233 MHz or faster CPU • Windows 98se/ME 

• 32 Mb RAM • Built-in USB, USB expansion card or USB 2.0 expansion card 
or FireWire expansion card. 

FireWire installation 

Note: Windows 98SE users, you will need to download and 
install ^Windows 98 Second Edition FireWire Storage 
Supplement" from the Microsoft.com website. Do a 
search for "Windows 98 Second Edition 1394 Storage 
Supplement " . 

1. Unpack all essential materials and verify that all items are present. 

2. Save your work and shut down the PC. 

3. Locate the FireWire port on the expansion card of your Windows PC. If 
necessary, install the FireWire expansion card per the manufacturers 
installation instructions. 

4. Connect the Firewire cable to the FireWire port of your Windows PC. 

5. Connect the Firewire cable and the power cable to the Acorn Data 
FireWire/USB 2.0 Hard Disk Drive. 

6. Power on the Acorn Data Fire Wire/USB 2.0 Hard Disk Drive. Power on 
your Windows PC. You may need to insert the Windows CD when 
prompted to. 

7. After Windows has loaded, open "My Computer" 

8. Right click the new disk icon 

9. Select "Format". 

10. Select "Full" 

11. Click "Start". 

12. Click "OK". 

13. When the format is complete. You will be asked to run a "thorough" 
Scandisk. This can take some time. You may run it now or run it later. It 
is not necessary to run it unless you are encountering disk errors. 

1 4 . Your Acorn Data Fire Wire/USB 2.0 Hard Disk Drive is now ready 

to use. 



HARDWARE INSTALLATION FOR WINDOWS 2000/XP 
MINIMUM SYSTEM REQUIREMENTS 



• PC with Pentium 233 MHz or faster CPU • Windows 2000/XP 

• 32 Mb RAM • Built-in USB, USB expansion card or USB 2.0 expansion card 
or FireWire expansion card 

USB 2.0 and FireWire Installation 

Note : In order to reach USB 2 . 0 speed, you must have a 
computer or host adapter card that has USB 2 . 0 support . 
This device will auto sense the speed of your USB port 
and adjust between USB 1.0 and USB 2.0 speed. If you 
do not have or want to install a USB 2 . 0 port or host 
adapter, you can connect the drive to a USB 1.0 port, 
however; the drive will operate at significantly lower 
speeds . 



1. Unpack all essential materials and verify that all items are present. 

2. Save your work and shut down the PC. 

3. Locate the FireWire or USB port on your Windows PC. If you need to 
install a FireWire or USB 2.0 adapter card please refer to the 
manufacturer's installation instructions 

4. Connect the FireWire or USB cable to the FireWire or USB port of 
your PC. 

5. Connect the A/C power cord to the Acorn Data Fire Wire/USB 2.0 
Hard Drive and to a power outlet. 

6. Connect the FireWire or USB cable to the Acorn Data Fire Wire/USB 
2.0 Hard Drive. 

7 . Power On you Windows PC. 

8 . After Windows as loaded, press the power button on the drive. 

Windows will automatically find and install the appropriate drivers. 
You do not need to insert a driver CD at this time. 

9. Open "My Computer". 

10. Right Click on the new drive letter. 

11. Select "Format" 

• NTFS- if for use on Windows 2000 ONLY and ALL drives 
larger than 32 GB. 

• FAT32-for drives smaller than 32 GB for use on both 



WINDOWS 2000 and Windows 98. If you wish to use the 
drive cross platform you need to select "Do not Format" in 
the format window then take the unit to a Windows 98/ME 
machine and format the drive. 



12. 
13. 
14. 
15. 



Change the volume name if you wish. 



Click "Start". 



When finished formatting (100%) exit the utility. 

Acorn Data Fire Wire/USB 2.0 Hard Drive is ready for use 



HARDWARE INSTALLATION FOR MACINTOSH 
MINIMUM SYSTEM REQUIREMENTS 

• Apple G4, Blue and White G3, i-Book or iMac with • Mac OS 9.x 

• Built in FireWire or USB ports or USB, USB 2.0, or FireWire expansion 
card 

Note : In order to reach USB 2 . 0 speed, you must have a 
computer or host adapter card that has USB 2 . 0 support . 
This device will auto sense the speed of your USB port 
and adjust between USB 1.0 and USB 2.0 speed. If you 
do not have or want to install a USB 2 . 0 port or host 
adapter, you can connect the drive to a USB 1.0 port, 
however; the drive will operate at significantly lower 
speeds . 



1 . Unpack all essential materials and verify that all items are present. 

2. After the system boot up, insert the Hard Disk SpeedTools CD. Double Click 
Hard Disk SpeedTools installer. 
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3. 



Be sure that Hard Disk SpeedTools Utilities Folder, HDST FireWire Support 
Extensions, and HDST USB Support Extensions are selected. Click "Install" 
when ready. 



4. Read and accept the license agreement if you wish to finish the setup. If you are 
not willing to accept the terms of the License Agreement the install will stop. 
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5. Select a location to install utilities. Click "Save". 
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6. When the computer has completed the install, restart your computer to finish the 
driver installation. 

7. After the restart, locate the Fire Wire or USB port for your G4, Blue and White 
G3, i-Book or iMac. If you need to install a FireWire or USB 2.0 adapter card, 
shut down your computer and refer to the manufacturer' s installation instructions 
then restart the computer. 

8. Connect the A/C power cord the Acorn Data Fire Wire/USB 2.0 Hard Drive and to 
a power outlet. 

9. Connect the FireWire or USB cable to the FireWire or USB port of your 
Macintosh. 

10. Connect the FireWire or USB Cable to the Acorn Data FireWire/USB 2.0 Hard 
Disk. 

11. Mac OS will ask you to initialize the Acorn Data Fire Wire/USB 2.0 Hard Disk. 
Initialize the disk as Mac OS Extended. 

12. The Acorn Data Fire Wire/USB 2.0 Hard Disk Drive icon is now shown on your 
desktop screen and ready for use. 



HARDWARE INSTALLATION FOR MACINTOSH 
MINIMUM SYSTEM REQUIREMENTS 

• Apple G4, Blue and White G3, i-Book or iMac with • Mac OS 10.1.5 or 
higher 

• Built in FireWire or USB ports or USB, USB 2.0, or FireWire expansion 
card 



1 . Unpack all essential materials and verify that all items are present. 

2. Turn on your Macintosh, if it is not already on. 

3. Insert the Acomdata USB 2.0 Driver CD. 




4. Open the folder "OS 10. 1 .x" for OS 10. 1 .x or "OS 10.2.x" for OS 10.2.x 
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5. Double click on the ] 1 Icon 
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6. Click on the lock to enter the Administator Password 
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7. To start the installation of the drivers for your Acomdata Hard Drive click 
"Continu e" 
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8. Read the information in the windows and click "Continuue" 
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9. Select the drive that you wish to install the drivers to. 
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10. To begin installing the drivers click "Install" 
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11. The MacOS will ask you if you really want to install the drivers, if this is what 
you want to do then click "Continue Installation' ' 
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12. MacOS will now load the drivers into your Macintosh. 



13. When the setup is complete you will be asked to restart your computer. Click 
"Restart" 
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CROSS PLATFORM INFORMATION 



Your Acorn Data FireWire/USB 2.0 Hard Disk Drive can be used 
to share information on both Windows and Macintosh 
platforms. To set up your drive for cross-platform: 



With Windows 2000/XP and Windows 98SE/ME 

1) Right Click on "My Computer" 

2) Go to "Manage.." 

3) Go to "storage" - "disk management" 

• A wizard should appear if the drive has never been connected to your 
machine. Follow the direction, selecting the drive not selected. 

• If the wizard does not appear, Right click on Disk X (X being the drive 
that is unknown), select "Write Signature.." or "Initialize..". Click 
"OK". 

4) Right click on the "unallocated" disk 

5) Select "Create Partition.." 

• A wizard will appear 

1 . Click next 

2. Select Primary Partition 

3. Select size of the partition (use the default value 
to use all of the drive) 

4. Specify drive letter (it is recommended to use 
the default) 

5. At the Format options screen select "Do not 
Format" option 

6. Click "Finish" 

6) When the screen says the drive is "Healthy", then disconnect the drive. 

7) Install the Acorn Data FireWire/USB 2.0 Hard Disk to a Windows 98 
or ME machine. 

8) Format the drive. 



With Windows 98/ME and MacOS 8.6 or higher 

1) Install the Acorn Data FireWire/USB 2.0 Hard Disk to a Windows 98 
or ME machine. 

2) The MacOS should see the disk. 



